ZT-V9plus Dual band Radio

Product Description
Strict requirements on the quality and function, is a key point to guarantee the effective security communications, ZT-V9+ based on V9 + developed new interphone with more outstanding display, more feature-rich, quality conforms to the USA military standard strictly, and adopted the 76 strict professional testing, strong and durable, easy to satisfy your demand. to successfully complete your task with a variety of functions into one.
Main Function：
136-174MHz & 400-520MHz 

Built-in FM radio 

128 memory channels 

1500mAh high-capacity lithium battery 

Dual band / dual display / dual standby 

51 groups CTCSS / 107 groups DCS 

High / low power output optional 

Time out timer 

Low voltage alarm 

Busy channel lockout 

ANI ID code
Tri-color indicator

	General

	Frequency Range
	136-174MHz
400-480MHz

	Channel NO.
	128

	Operating Voltage
	7.2V

	Temperature Range
	-20℃~+60℃

	Frequency Stability
	±2.5ppm

	Volume(mm)
	100*52*32

	Weight
	248

	Transmit

	 (Output Power)
	≥4W(H) ≥0.5W(L)

	Modulation
	16kΦF3E / 11kΦF3E

	Spurious Radiation
	<-60 dB

	Adjacent Ch. power
	<-60 dB

	CTCSS/DCS deviation
	±2.5/5KHz

	Audio Distortion
	＜10%

	SNR
	≥42dB

	Receiver

	Sensitivity
	<-60 dB

	Adjacent CH. Sensitivity (W/N)
	≤-65dB

	Audio Power
	>500mW

	Audio Distortion
	≤10%

	Intermediation
	≤-65dB(W)
≤-60dB(N)


Accessories:
Radio *1
Battery*1
Antenna *1
AC adaptor*1
Charger desktop*1
Strap *1
Back clip*1
Manual EN*1
